
INSTALLATION INSTRUCTIONS

BAFFLE CLOUD

INSTALLATION HARDWARE

QUANTITY: 2U

T-BAR
QUANTITY: 12U

SPACER TRIM

QUANTITY: 4U | CG7250

LOOPING CABLE GRIPPER

QUANTITY: 4U | CF6-01
UPPER SUSPENSION HOUSING

QUANTITY: 5U

REGULAR BAFFLE

QUANTITY: 2U 
END BAFFLE

*Images reflect typical hardware options. Please refer to packing list for items & quantities specific to your order
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RECOMMENDED TOOLS
Drill - Level - Laser - Wire Cutter

DESIGN

DRIVEN

ACCOUSTICS



2 Locate available suspension points on 

ceiling in relation to Bafle Cloud 

suspension locations.

1 Clear appropiate sized floor space 

below install location.

*Confirm the install location and the 

direction the Baffle Cloud.

3 Screw the CF6-01 UPPER SUSPENSION

HOUSING to the ceiling

(*Screws, hand drill not included.)

4 Snap on the BAFFLE onto the T-Bar
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INSTALLATION INSTRUCTIONS

BAFFLE CLOUD

5 Push the end baffles onto the end of the T-Bar.

6 The spacers wrap around the bottom of 

the t-bar and pressure fit into the cut slits 

on each side of the inside of the spacer.  

The spacers will facilitate the proper 

spacing between each baffle.
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7 Loop the cable of CF6-01 through the 

holes on the T-BARS with the CG7250 

LOOPING CABLE GRIPPER.

8 Adjust the cables to level BAFFLE CLOUD 

by pulling the cable coming out of the 

CG7250 LOOPING CABLE GRIPPER up to 

the desired final height.
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8934 Eton Ave

Canoga Park, CA 91304

213-833-9700

sales@sw.ayrsonics.com

Buenos Aires, Argentina

+54 9 11 5657 1793

info-latam@ezobord.com
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