
* T-Bar not included in the kit.
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RECOMMENDED TOOLS

INSTALLATION INSTRUCTIONS

MACARON CLOUD / DIRECT

DESIGN

DRIVEN

ACCOUSTICS

QUANTITY: 1U | GR 1/4-20

3 WAY CABLE SUSPENSION COUPLER

QUANTITY: 3U | CG7250

*pre-mounted

LOOPING CABLE GRIPPER

QUANTITY: 1U | CF6-01

UPPER SUSPENSION HOUSING 

QUANTITY: 1U

BRASS LOCATOR

Drill - Tape Measure - Wire Cutter
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INSTALLATION INSTRUCTIONS

MACARON CLOUD / DIRECT

DESIGN

DRIVEN

ACCOUSTICS

1

4 Thread the main cable through the main hole 
of GR-1/4-20 cable coupler to determine the
hanging height.

*To adjust the height, push down the cylinder
 placed on the top of GR-1/4-20 

Locate available suspension points 
on ceiling in relation to Macaron 
suspension location

Mount brass locators securely 
onto ceiling with substrate 
appropriate fasteners (not included)

2

Thread Upper Suspension Housing
onto brass locator by hand only

3

Trim the excess cable5

Brass locator accepts
#8 wood screws.
To accomodate concrete
anchors, locator must be
drilled out.



8934 Eton Ave

Canoga Park, CA 91304

213-833-9700

sales@sw.ayrsonics.com

Buenos Aires, Argentina

+54 9 11 5657 1793

info-latam@ezobord.com


	Página 51
	Página 52
	Página 53

