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RECOMMENDED TOOLS
No Tools Needed

*Images reflect typical hardware options. Please refer to packing list for items & quantities specific to your order

QUANTITY: 2

UPPER ELASTIC STRAP,
BUCKLE & LABEL SLEEVE

3

QUANTITY: 1
SCREEN

INSTALLATION HARDWARE

QUANTITY: 2

LOWER NON-ELASTIC STRAP,
BUCKLE & LOCK



2 Repeat on the opposit side and
pre-adjust the length according
to the seat.

1 Loop the strap through the holes on
Privaseat as shown.

INSTALLATION INSTRUCTIONS

PRIVASEAT

DESIGN

DRIVEN

ACCOUSTICS

PAGE 2/3

OUTSIDE

 

OUTSIDEFor UPPER 2 Arms

Install ELASTIC STRAP & LABEL SLEEVE

For LOWER 2 Arms

Install NON-ELASTIC STRAP
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3

4 Connect the buckes and tighten the straps.

3

PRIVASEAT

Fold Privaseat around the seat
and loop the strap around the armrests. 



8934 Eton Ave

Canoga Park, CA 91304

213-833-9700

sales@sw.ayrsonics.com

Buenos Aires, Argentina

+54 9 11 5657 1793

info-latam@ezobord.com

EzoBord UK Limited

Ayrsonics

New England LLC

Ayrsonics Southeast LLC

15 Enterprise Way

Dahlonega, GA 30533

706-539-4711

Keith Lacy

sales.ase@ayrsonicsusa.com

EzoBord Ireland Limited

Inniscarra, Main Street,

Rathcoole, Co. Dublin,

D24 EO29, Ireland

+353-14854774

sales@ezobord.ie


	Página 47
	Página 48
	Página 49
	Página 50

